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Certifications:

Sensor Metrics:

Technical Specifications:

Environmental Specifications:

Scene dynamic range High gain mode (lower temperature): -10°C to 140°C (14°F to 284°F)

Temperature accuracy High gain mode (lower temperature): ±5°C (±9°F) or 5%

Field of View (FoV) 95° horizontal
119° diagonal

Max object distance 45m

Resolution 160x120 pixels

Operating temperature range -10 °C to +80 °C (14 °F to 176 °F)

Humidity (operating and storage) < 90% rH (non-condensating)

IR Window Mount Thermography Sensor (THIMG-MNT-VPTXXX-LG-2)

19200 points (large)

cULUS 62368

Powered by and communicates with 

Connectivity RJ45 cable transmitting data & power from Base Unit to Sensor

RJ45 CAT 6/7 recommended
Up to 100m (330ft) subject to cable quality & interference

Sensor power usage 492 mW

Base Unit (BASE-SM-5 or BASE-SM-6 Required)
EXP-8HUB-L Required to power up to 5 Thermography Sensors

The Thermography IR Window Mount with integrated THIMG-XX Thermal Imaging Sensor provides a complete solution for continuous infrared 
monitoring of switchgear, transformers, and busbar systems. Designed for easy retrofit installation, it maintains full compliance with NFPA 70B 
thermography requirements. Unlike standard temperature sensors that measure only ambient air, the thermal imaging system captures the true 
surface temperature of equipment with 19,200 temperature measurement points per image, analyzed every 2 seconds. Real-time minimum and 
maximum temperature data can be accessed through Modbus TCP or SNMP, delivering advanced thermographic insight directly to industrial and 
IT automation platforms.

Physical Specifications:  

Product Material Nylon UL 94 6VA  rated back enclosure
Aluminum front facing enclosure

Mounting Standard IR Window

Dimensions VPT75 Ø120mm (4.72”) x 30 mm (1.18”) (3” Window)

VPT100 Ø146.75mm (5.78”) x 34.11 mm (1.34”) (4” Window)

Weight VPT75 332g (0.73 lbs)

VPT100 565g (1.25 lbs)

Front View Back View

The visual appearance and dimensions presented on this datasheet are for illustrative 
purposes only and are subject to change without prior notice. Actual product appearance 
and dimensions may vary due to continuous product improvement and manufacturing 
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