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THE ALWAYS-ON COMPLIANCE ENGINE

One appliance.
A permanent

70B compliancerecord.

The APT EDGE running UTILYTX CTM is the dedicated intelligence that turns an
InfraSensing® SwitchMon® deployment into a living NFPA 70B record to meet true
compliance needs and reporting. Every zone continuously monitored while classifying
severity, captures forensic images, and generating compliance reports demand.

THE POWER OF THE APT EDGE

01

Records Continuously

Logs max temperature, ambient, and Delta-T for every
zone at 15-minute intervals locally generating a historical
record tied to each camera zone.

03

Captures Events & Thermography Images

Stores thermal images tied to ones allowing identification
of real-time problems as well as aid in preventative
maintenance with historical time-lapsed models.

05

Live and Historical Dashboarding

Browser-based status for every hub, probe, and zone
with live and historical views allowing fingertip access to
data to engineers and compliance officers.

07

Support When You Need It

With the optional cellular connection, your ESSENTIALS
PLUS+ program gives APT Experts remote access to your
SwitchMon@® solution and full support of your EPMS —
regardless of manufacturer — all without on-prem
networking.

Itrecords.
It neverinterferes.

® APT EDGE - UTILYTX CTM

APPLIANCE

02

Calculates Delta-T

Computes busbar-minus-ambient continuously and
classifies every finding Minor to Critical, independently of
the hardware thresholds.

04
Generates NFPA 70B Compliance Reports

Generates on-demand NFPA compliance reporting with
captured images, alarms and time-stamping to meet NFPA
70B and FM-Global requirements.

06

Local Operation with Cloud Options

No requirement of cloud or internet connectivity. The
APT EDGE stores everything with role-based access, and
a tamper-evident audit log. Expansion options available
to with cloud configurability for redundancy.

08

Connect to Metering & Existing Infrastructure
The APT EDGE does more than CTM. The full power of
UTILYTX is at your disposal with add-ons — visualize
performance, validate utility bills, track sustainability, flag
power-quality issues, and forecast costs from a single
platform. Also easily integrate with your existing EPMS,
BMS or SCADA system.

The APT EDGE connects as a read-only recording and analysis layer to any Switch-Mon®
solution. Simple setup and configuration, allows the APT EDGE to meet all of the needs of

NPFA 70B compliance without the complexity and manual effort of other solutions.
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HOW IT DEPLOYS

SwitchMon® hardware

InfraSensing® base units
connected to up to 100 cameras
or sensors in a star topology.
Should more than 100 sensors be
required, additional APT EDGE
appliances may be added.

CTM

REFERENCE SPECIFICATIONS

MONITORED

IMAGE BUFFER

ACCESS

STANDARD

DEVICE
COMPATIBILITY

POWER INPUT

DIMENSIONS

EMC RATING

PLATFORM

APT PART NO.

InfraSensing® SwitchMon® hubs; up to
100 devices across multiple SM6 or
SM7 hubs.

Configurable ring buffer; default 600 s
(10 min) pre-alert.

Browser-based; no client install; with
user rights management views.

Meets NFPA 70B 2023; IEC
thermographic severity classification
standards for FM-Global compliance.

InfraSensing® SwitchMon® Sensing
Devices, and compatible metering
technologies using Modbus/IP.

9-36 VDC (typ. 24 VDC) via 3-pin 3.5
mm terminal block. Power supply
required.

31 x 100 x 125 mm (1.22 x 3.93 x 4.92
in), Wx D x H.

EN 55035 (Class A); FCC Part 15B
(Class A).

UTILYTX CTM operating environment.

> APT EDGE with UTILYTX

® APT EDGE -

Polls each hub on a configurable
interval checking for alarm
activity and record images as
needed based on the
configuration.

POLLING

DATABASE

ALERTS

NETWORK

CONNECTIVITY

OPERATING TEMP

MOUNTING

CERTIFICATIONS

APT-CTM-EDGEV1-(Number of sensor licenses 20,40,60,80,100).

SEE HOW APT CAN
SOLVE YOUR NFPA 70B

+1.866.APT.4.PWR

SCAN TO LEARN MORE

COMPLIANCE CONCERNS

apt4power.com/compliance

WEST COAST

2059 Camden Ave, #307
San Jose, CA 95124

A part of the ESSENTIALS PLUS + Support program by Applied Power Technologies

SwitchMon® and InfraSensing® are registered trademarks of InfraSensing® Distribution BV.

A1l rights reserved.

UTILYTX CTM

->

APPLIANCE

The Compliant Solution

Displays runtime operational data
to users through a browser
dashboard, issues alarms via
email, and offers tailored NPFA
70B reporting as needed to meet
compliance specifications and
frequency.

Configurable per hub; default 15 s live,
15 min for database records.

Local SQL Server Express; optional
cloud connectivity via UTILYTX when
purchased separately.

Configurable and available on web-
based dashboards, as well as via email
(configurable SMTP service required).

Operates fully air-gapped or intranet-
only; cloud sync optional.

2x RJ-45 LAN (Port 1 - sensor hubs,
Port 2 - optional WAN). Optional
cellular connectivity for remote service
through APT. (Fees apply)

-40 °C to +70 °C; fanless design.

DIN-rail.

CE (Class A) - FCC (Class A) - UL - EN
55032 / 55035.

EAST COAST

13016 EastField Rd

Ste B200 #224
Huntersville, NC 28078

APPLIED POWER TECHNOLOGIES, INC




	APT EDGE - UTILYTX CTM · APPLIANCE
	APPLIED POWER TECHNOLOGIES, INC.
	THE ALWAYS-ON COMPLIANCE ENGINE
	One appliance. A permanent 70B compliance record.
	The APT EDGE running UTILYTX CTM is the dedicated intelligence that turns an InfraSensing® SwitchMon® deployment into a living NFPA 70B record to meet true compliance needs and reporting. Every zone continuously monitored while classifying severity, captures forensic images, and generating compliance reports demand.
	THE POWER OF THE APT EDGE
	Records Continuously
	Calculates Delta-T
	Captures Events & Thermography Images
	Generates NFPA 70B Compliance Reports
	Live and Historical Dashboarding
	Local Operation with Cloud Options
	Support When You Need It
	Connect to Metering & Existing Infrastructure
	It records. It never interferes.
	APPLIED POWER TECHNOLOGIES, INC.
	APT EDGE - UTILYTX CTM · APPLIANCE
	HOW IT DEPLOYS

	SwitchMon® hardware
	InfraSensing® base units connected to up to 100 cameras or sensors in a star topology. Should more than 100 sensors be required, additional APT EDGE appliances may be added. 

	APT EDGE with UTILYTX CTM
	Polls each hub on a configurable interval checking for alarm activity and record images as needed based on the configuration. 

	The Compliant Solution
	Displays runtime operational data to users through a browser dashboard, issues alarms via email, and offers tailored NPFA 70B reporting as needed to meet compliance specifications and frequency. 
	REFERENCE SPECIFICATIONS
	MONITORED
	InfraSensing® SwitchMon® hubs; up to 100 devices across multiple SM6 or SM7 hubs.
	POLLING

	Configurable per hub; default 15 s live, 15 min for database records.
	IMAGE BUFFER

	Configurable ring buffer; default 600 s (10 min) pre-alert.
	DATABASE

	Local SQL Server Express; optional cloud connectivity via UTILYTX when purchased separately.
	Configurable and available on web-based dashboards, as well as via email (configurable SMTP service required).
	Operates fully air-gapped or intranet-only; cloud sync optional.
	2× RJ-45 LAN (Port 1 → sensor hubs, Port 2 → optional WAN). Optional cellular connectivity for remote service through APT. (Fees apply)
	−40 °C to +70 °C; fanless design.
	DIN-rail.
	CE (Class A) · FCC (Class A) · UL · EN 55032 / 55035.
	ACCESS

	Browser-based; no client install; with user rights management views.
	ALERTS
	STANDARD

	Meets NFPA 70B 2023; IEC thermographic severity classification standards for FM-Global compliance.
	NETWORK
	DEVICE COMPATIBILITY

	InfraSensing® SwitchMon® Sensing Devices, and compatible metering technologies using Modbus/IP.
	CONNECTIVITY
	POWER INPUT

	9–36 VDC (typ. 24 VDC) via 3-pin 3.5 mm terminal block. Power supply required.
	OPERATING TEMP
	DIMENSIONS

	31 × 100 × 125 mm (1.22 × 3.93 × 4.92 in), W × D × H.
	MOUNTING
	EMC RATING

	EN 55035 (Class A); FCC Part 15B (Class A).
	CERTIFICATIONS
	PLATFORM

	UTILYTX CTM operating environment.
	APT PART NO.

	APT-CTM-EDGEV1-(Number of sensor licenses 20,40,60,80,100).
	SEE HOW APT CAN SOLVE YOUR NFPA 70B COMPLIANCE CONCERNS




	+1.866.APT.4.PWR
	apt4power.com/compliance
	WEST COAST

	2059 Camden Ave, #307 San Jose, CA 95124
	EAST COAST

	13016 EastField Rd Ste B200 #224 Huntersville, NC 28078
	A part of the ESSENTIALS PLUS+ Support program by Applied Power Technologies
	SwitchMon® and InfraSensing® are registered trademarks of InfraSensing® Distribution BV. All rights reserved.



